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PREMIUM MULT IBOILER  TECHNOLOGY
Two separate boilers to be able to deliver espresso and steam independently, without altering the thermal equilibrium also in a severe 
working conditions, thanks also to the volumetric pump and the possibility of direct connection to the water mains.
AISI316 stainless steel water / steam boiler controlled by pressure transducer, with pressure settings directly from touch screen 
display.
AISI 316 stainless steel coffee boiler with temperature control managed by a PID thermostat integrated in the display controller, which 
allows you to adjust the temperature of the water delivered by the group in a range from 80 to 100 degrees °C in order to optimize 
extraction according to the different types of coffee and the different roasts, maintaining constant thermal stability.
Heating Power priority to avoid overloading the home power line, and have a maximum instantaneous consumption of 1100W

110-120Vac / 50-60 Hz
220-240Vac / 50-60 Hz

main supply
2x1100 W

heating
0,75 + 1,2 lt

boilers feeding
Tank 2,3 lt/Netvolumetric

pump
330 mm

width
390 mm
height

450 mm
depth

29,5 kg
weight

PREMIUM
PACK

dota t ion

Bottomless Filter Holder
Torre Premium Tamper 58mm Stainless Steel/Wood
Additional Filters (18-20 & 9-12 Grams)
Additional 9-12 Grams Filter
Resin Softener Filter Bag
Professional Cleaner To Take Care Your Machine

italian syledouble boiler heating power priority exclusive Torre ERGOLIFTTM lever
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set every parameter of your machine from the touch screen LED display 

www.tor re-espresso. i t

Manage the boiler pressure 
from the touch screen display

BOILER PRESSURE

A counter for the amount of 
coffees delivered

COUNTER

During delivery, monitoring 
the timing of extraction

CHRONO

Complete diagnostic with filter 
replacement programming

DIAGNOSTIC

For each boilers with weekly 
programming and time bands

AUTOSTART

Exclusive Torre system that 
allows to manage the water 
level in the steam boiler.

PRO-BALANCE system

Manage pre-infusion time 
with or without pump

PRE-INFUSION

For maintenance and periodic 
cleaning of the machine

MAINTENANCE

Manage temperature from  
touch screen display

TEMPERATURE



Via Del Tovo 10 - 27020 
Travacò Siccomario (PV) - Italy

www.torre-espresso.it


